























EMAIL ALERTS

ALARM
REPORTING

User definable pop up alerts in STRATOS ELITE and email notifications can
be sent out to any number of personnel responsible for the maintenance
and operation of the system - alerting them to a potential problem well in
advance of a total site failure.
Historical log of alerts/ alarms

All alarms and alerts are saved within Stratos Elite for future review. This
running error log can provide important data about problematic sites and
enabled operators to make informed decisions about which sites require ad-

ditional maintenance or upgrades. )
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* Low Wireless signal level

» Site offline for X time

e Site back online

* Low Battery

e Lamp fail

e Low Solar Output

e Low Beacon Current (Beacon 1 or 2)

e Power Outage (needs battery backup on the radio)
e User Configurable Alarms and Alerts

e Thresholds for above alarms

e And/ Or conditions to generate more specific alarms.
* Low solar

System Settings

B 1/O Devices
# User Interfface
[# Networking
= Notifications

170 Devices |

Device is offline formorethan |1 2 minutes

Device is back online formorethan |1 minutes

# Miscellaneous Battery Voltage Low

Battery Voltage Restored
Lamp Failure
NTS Server Connection Failure

A\ Digital input alerts are enabled in the "Digital 1/0"tab of the 1/0 Devices’ panel
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Data Logging:
Provides ability to review historical data on site performance

All the data that is available to be viewed in real time is also captured in a
historical log within STRATOS ELITE. Automatically every site within the system
will have log files generated as soon as they connect to the server.

ot Alerts

‘ Show: lNI Events VJ [ Acknowledge V] I Remove v] l Select Device

Acked Event Type Selected Alerts Occurred At MAC Address IP Address Unit ID
O @ Device Back Online Device 4 Chedced Alerts Feb 13, 2017 @ 06:536:47 PM - 00u40:30:7 &ESAS 192.168.128.2
O o Device Offling Device 4 Feb 13, 2017 @ 06:54:04 PN 00e40:50:7 &ESAS 192.168.128.2
O @ Cahinet Door Open Device 4 Rl=E Feb 13,2017 @ 06:52:34 PM 0040807 GESAS 192.168.128.2
|z| & o Device Offline Device 2 Feb 13, 2017 @ 06:34:10 PM  00:40:50:7 &:ES:AS 192.168.128.2

|E| L @ Cabinet Door Open Device 1 Feb 13, 2017 @ 06:03:16 PM  00:40:9D:7&:EB:AS 192.168.128.2

The frequency of data logging can be set with the software and it is super easy
to review the log files. Search by hour, day, week, month, year, or a custom date
range to understand the performance of the system over time. Through analysis

of the data patterns and anomalies, it is possible to dramatically improve.
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